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Item Rope A B E
After
No # Dia Swage Approx. C Size NC NF Weight
STUD 8A 1/4 1/2 4-23/32 1-1/2 172 13 20 | 0.213Lbs
STUD 8 1/4 9/16 4-23/32 1-1/2 9/16 12 18 | 0.281 Lbs
STUD 10 5/16 5/8 5-23/32 1-3/4 5/8 11 18 | 0.413 Lbs
STUD 10 A 5/16 5/8 8-31/32 5 5/8 11 18 | 0.638 Lbs
STUD 12 3/8 3/4 6-3/4 2 3/4 10 16 | 0.719 Lbs
STUD 12 A 3/8 3/4 9-3/4 5 3/4 10 16 | 1.050 Lbs
STUD 14 7/16 7/8 7-21/32 2-1/4 7/8 9 14 | 1.125 Lbs
12 or
STUD 16 s 1 8-9/16 2-172 1 8 14 | 1.644 Lbs
12 or
STUD 16 A Z3 1 12-1/16 6 1 8 14 | 2.4 Lbs
STUD 18 9/16 1-1/8 9-5/8 2-3/4 1-1/8 7 12 | 2.325Lbs
STUD 20 5/8 1-1/4 10-21/32 3-1/8 1-1/4 7 12 | 3.231 Lbs
STUD 24 b2 1-1/2 12-11/16 3-3/4 1-1/2 6 12 | 5.513 Lbs
STUD 28 7/8 1-3/4 14-5/8 4-3/8 1-3/4 5 12 | 8.575 Lbs
STUD 32 1 2 16-21/32 5 2 4-1/2 12 | 12.600 Lbs
STUD 36 1-1/8 2-1/4 18-5/8 5-5/8 | 2-1/4 4-1/2 12 | 18.000 Lbs
STUD 40 1-1/4 2-1/2 20-21/32 6-1/4 | 2-1/2 4 12 | 24.687 Lbs
STUD 44 1-3/8 2-3/4 22-17/32 6-7/8 | 2-3/4 4 12 | 33.062 Lbs
STUD 48 1-1/2 3 24-1/2 7-1/2 3 4 12 | 49.300 Lbs

The above threaded studs are of U.S.A. manufacture
With full steel certification provided upon request at
the time of order placement. We can supply with nuts
and washers in plain, galvanized or plated finish.



