Inc.

2200. E. House St
Alvin, TX 77511
Phone: 281-585-6700
Fax: 281-585-6701
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SPS Swage Sockets - Closed
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SPS Closed Swage Socket

B Efficient, Quick, and Quality control for dependable Product that You can trust.
B Available in 304 Stainless Steel.

Rope A B C D E H K L WT WT

Dia. Ea. A/S

Model No. (inch) inch inch Inch inch inch inch inch inch Lbs Lbs
CSW1 Ya 495 272 1-7/16 750 23 2-1/8 4-3/8 3-1/2 .35 438
csw2 5/16 770 339 1-11/16 .875 11/16 3-3/16 5-172 4-1/2 77 .688
Ccsw3 3/8 770 406 1-11/16 875 11/16 3-3/16 5-172 4-1/2 .73 .688
Ccsw4 7/16 982 484 2 1.063 7/8 4-1/4 6-15/16 5-3/4 1.47 875
CSW5 Vs 982 547 2 1.063 7/8 4-1/4 6-15/16 5-3/4 1.38 .875
cswe 9/16 1.257 .609 2-1/2 1.250 1-1/8 5-5/16 8-3/4 7-1/4 2.90 1.125
cswr 5/8 1.257 .672 2-1/2 1.250 1-1/8 5-5/16 8-3/4 7-1/4 2.80 1.125
CSwW8 Ya 1.545 .796 3 1.438 1-5/16 6-3/8 10-3/8 8-5/8 5.16 1.375
cswe 7/8 1.700 938 3-12 1.688 1-1/2 7-7/16 12-1/8 10-1/8 7.40 1.50
CSW10 1-0/0 1.975 1.062 4 2.063 1-3/4 8-1/2 13-3/4 11-1/2 11.20 1.75
CSW11 1-1/8 2.245 1.188 4-1/2 2.313 2 9-9/16 15-1/4 12-3/4 16.00 2.00
CSWi12 1-1/4 2.525 1.328 5 2.563 2-1/4 10-5/8 17-1/4 14-3/8 22.70 2.25
CSW13 1-3/8 2.800 1.453 5-1/4 2.563 2-1/4 11-11/16 18-7/8 15-3/4 29.00 2.50
CSW14 1-1/2 3.075 1.578 5-1/2 2.813 2-1/2 12-3/4 20-3/8 17 37.50 2.75
CSW15 1-3/4 3.385 1.859 6-3/4 3.563 3 14-7/8 24 20 55.70 3.00
Ccswi16 2-0/0 3.935 2.109 7-3/4 3.813 3-1/4 17 27-1/2 23 90.00 3.50
cswi7 2-1/4 4.450 2.360 8-5/8 4.312 4 19-1/8 29-3/4 24-7/8 125.00 3.96
Cswi1s 2-1/2 4.930 2.657 8-5/8 4.312 4 19-5/8 31-1/8 26-1/4 142.00 4.36

B SPS Swage Open and Closed Sockets are available up to 3” diameter.

B Mill certified, annealed low carbon Steel for consistent swaging without cracking

B Made to SPS Total Quality System (TQS) and Specification.



